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 15 May 2002 
 
 

PERFORMANCE SPECIFICATION SHEET 
 
 

RELAY, ELECTROMAGNETIC, TYPE I, MAGNETIC LATCH, PERMANENT 
MAGNET DRIVE, LOW LEVEL TO 10 AMPERES, 3 PDT, 

HERMETICALLY SEALED 
 

This amendment forms a part of MIL-PRF-6106/40C, dated 10 November 2000, 
and is approved for use by all Departments and Agencies of the Department of 
Defense. 

 
 
 

PAGE 6 (Change from Amendment 1) 
 

Figure 1, note 5, delete:  "monostable" and substitute "bistable". 
 

Figure 1, add a note after note 13:  "14.  Indicated terminals shall be identified by a contrasting bead." 
 

Page 10 
 
* Add new paragraph after table II:  "Suspension of inspections.  Group B and Group C inspections may be 

suspended at the discretion of the qualifying activity." 
 
 
 
The margins of this amendment are marked with asterisks to indicate where changes from the previous 
amendment were made. This was done as a convenience only and the Government assumes no liability 
whatsoever for any inaccuracies in these notations. Bidders and contractors are cautioned to evaluate the 
requirements of this document based on the entire content irrespective of the marginal notations and relationship to 
the last previous amendment. 
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